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The objectives of this thesis are to design planar magnetic devices based on accurate 
electromagnetic analysis and miniaturize magnetics within desired low profile as well as small 
footprint. A novel methodology based on FEM simulation is proposed. By introducing Maxwell 
2D simulator, optimal interleaving structures can be found to reduce AC losses that cannot 
otherwise be accounted for by conventional method. And 3D simulator is employed to make the 
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The increasing demand of smaller-size and cost-effective DC/DC converters has expected 
design engineers to develop power converters capable of operating at higher switching 
frequencies with high efficiency. However, even with modern advanced topologies, magnetics is 
still one of the biggest challenges in achieving higher power density and higher efficiency due to 
the significant portion of magnetics in the whole power system [1].  
 In recent years, there have been two distinct trends in magnetics design in power 
electronics systems. The first trend concerns the use of planar structures [2], with which much 
closer board spacing and lower profile can be achieved. Easier manufacturability due to the 
simpler conductor assembly methods makes planar structures prevailing in the power converter 
industry. The second trend is to move continuously toward higher frequencies in order to reduce 
the size of magnetic components. Currently the mature frequency for switched-mode power 
supplies (SMPS) is around 200 kHz; several hundreds of kilohertz systems are being extended; 
and there is also a push of switching frequencies to several-megahertz range [3]. However, the 
design of transformers and inductors is usually a limiting technology for such higher frequencies. 
     Additionally as an approach to accomplish low profile and high power density in 
power applications, integrated magnetics is investigated intensely in the past decades. With 
integrated magnetic techniques, several magnetic components can be constructed in one 
magnetic core by sharing a common magnetic path. Therefore, the number of magnetic cores is 
reduced, and the flux ripple may also be suppressed [4, 5]. 
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Since the magnetic components usually occupy a large portion of size in a power 
converter, an optimal design of transformers and inductors thus becomes critical to miniaturize 
the system profile and further increase its power density. For conventional approaches, magnetic 
components are often designed based on magnetic-circuit models. Core loss and conduction loss 
in magnetic devices are roughly estimated. However, with the increase of switching frequency 
driven by continuously lower profile and higher power density, traditional analysis makes it very 
difficult to evaluate the loss due to skin effect and proximity effect. Therefore an innovative 
methodology based on numerical analysis of electromagnetic fields is desired.   
So far there is little research work done in modeling magnetics in a wider frequency 
range for power converters based on the analysis of electromagnetic fields. Being one of the 
most popular tools for electromagnetic design in industry, Ansoft Maxwell Field Simulators 
(Maxwell 2D and 3D) have shown their powerful capability of electromagnetic computations 
with unsurpassed accuracy and ease of use, which stimulates their prevalence in magnetics 
design.  
In this thesis, design issues of planar magnetics, including loss mechanism in copper and 
core, winding design on PCB, core selections, winding arrangements and so on are firstly 
reviewed. After that FEM simulators are introduced to numerically compute the winding loss. 
Consequently, a software platform for magnetics design is established. Wherein spreadsheets are 
employed to determine the layer arrangement that minimizes the overall DC loss, and Maxwell 
2D is introduced to simulate topologies of proposed magnetics, hence Maxwell 3D is employed 
to optimize the results for its accuracy. From the computed electromagnetic fields, conduction 
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loss can be accurately evaluated for each of the winding structures, and optimized magnetics can 






















2 REVIEW ON PLANAR MAGNETICS TECHNOLOGIES 
 
 
2.1 Planar Magnetics Structures 
 
The drive towards higher power density with overall lower profile in switched-mode 
power supplies has exposed a number of limitations in the use of conventional magnetic 
structures. However for conventional wire wound magnetic components, this led to problems of 
increased loss due to the skin and proximity effects in the round conductors particularly at 
frequencies above 100 kHz. The earlier applications of planar magnetics demonstrated the use of 
flat wide conductors to decrease skin and proximity losses in windings compared to round wire 
[6-9], and illustrated the control of other parameters like leakage inductance. The repeatability of 
component characteristics also proved of considerable importance, particularly for use in 
resonant converters in the 1-10 MHz range [10, 11]. 
Windings of planar magnetics are essentially formed using common interconnection 
technologies, such as printed circuit boards (PCBs), thick film and flex. Many early designs used 
thick film technology [10, 12-14] for the realization of the windings but by far the most popular 
approach was the use of PCB, flex or stamped copper turns. The early 90’s saw many 
investigations into the characteristics, modeling and optimization of planar magnetics [15]. The 
disadvantages of using non-standard low profile cores were addressed in the mid 90’s when core 
manufacturers introduced ranges of standard planar cores, e.g. planar EE and EI cores, and low 
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profile versions of conventional cores, e.g. RM cores. More recently planar ER and EIR cores 
have been introduced, thus contributing to the more widespread acceptance of planar magnetics.  
Typical planar magnetic structures compared to the traditional wire wound magnetics 
with applications in power electronics are shown in Figure 2.1. 
  
 
Figure 2.1 Magnetics structures: (a) conventional structure; (b) planar structure; and (c) 
applications of multi-layer PCB magnetics (www.ferroxcube.com). 
 
Obviously the core of the planar device has a lower profile than that of the conventional 
device. Also, windings on the conventional device are stacked so that they are successively 
further from the center leg, i.e. windings are built up in the horizontal dimension while on the 







2.2 Characteristics of Planar Magnetics 
 
Since multi-layer PCBs allow the interconnection of arbitrary layers, interleaved primary 
and secondary windings can be implemented much more easily than conventional magnetics. 
This provides the means to further reduce leakage and high frequency winding losses [16], both 
of which have obvious advantages for high frequency square wave switching. A further 
advantage of the planar magnetics is the enhanced thermal performance possible because of the 
greater surface area to volume ratio, thus providing more area to contact the heat sink. This is 
illustrated in the smaller value of thermal resistance quoted for planar cores over conventional 
cores [17].  
The characteristics of planar magnetics are, of course, not all advantageous. In particular 
the planar format, although improving thermal performance, increases footprint area. The fact 
that windings can be placed close together thus reducing leakage inductance has the usually 
unwanted effect of increasing parasitic capacitances. The repeatability of characteristics obtained 
from PCB windings also comes at the price of having a greater portion of the winding window 
filled with dielectric materials, thus reducing copper fill factor and limiting the number of turns. 
Another main disadvantage of planar transformers is that most of the procedures to build them 
are complex and expensive. Further more, typical problems of planar structures are the thermal 
management and the high value of capacitive effects. However, in many applications, it is still 
advantageous to use multi-layer PCBs in planar magnetics. 
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2.2.1 Low Profile 
 
An important feature of planar transformers is their low profile. This feature makes 
almost necessary the use of planar transformers in on-board converters. The term low profile is 
often used to describe planar magnetics. However, not all low profile magnetics are planar. In 
particular low profile cores, such as the EFD type, use conventional wire wound technology, 
lacking many of the characteristics of planar magnetics. 
The effect of core height on power density has been studied in several references [1, 18-
20]. In particular, some of these studies have compared planar magnetics to more conventional 
low profile magnetics and found that the low profile magnetics can have better volumetric 
efficiency [19] and higher power density for certain applications [20]. 
 
 
2.2.2 High-Frequency Losses 
 
Some earlier studies assessed winding configurations [16, 19], investigated the optimum 
placement of windings [21], compared different winding technologies [16] and optimized the 
layout of turns to minimize overall DC winding resistance [22]. 
In an analysis of different winding configurations involving the use of solid wire, Litz 
wire, PCB and foil windings at 500 kHz, PCB windings have lower AC resistance 
(approximately 85–90%) than similar solid wire windings but higher than Litz wire windings 
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(approximately 115%) [16]. Leakage inductances of the PCB implementations are lower than 
both the wire and Litz wire implementations. 
It also became evident that circularly wound planar windings can have significant 2D 
field effects in the winding window [19], which gives rise to losses not accounted for by the 
traditional approach to the winding loss computation [23]. These effects were also investigated 
for foil windings and conclusions drawn as to how these 2D or edge effects might be minimized 
[21]. The conclusions were that winding losses were minimized for primary and secondary layers 
with equal width, and for minimum spacing between winding end and core center leg.  
 
 
2.2.3 Leakage Inductance 
 
The ease with which interleaving can be implemented in planar structures allows the 
minimization and control of leakage inductance within the windings [16, 24]. 
However, since the leakage inductance of planar components can be so low, particular 
attention should be paid to the termination of the windings. For example, depending on the 
secondary termination method used, the leakage inductance presented to the circuit can be up to 
three times that computed by the classical short circuit secondary approach. 
It is obvious that the benefits of careful transformer design can easily be nullified by a 
lack of care in the connection of the transformer to the rest of the circuit. Inappropriate 
termination design can also account for as much as 75% of the short circuit AC resistance of a 
planar device [16]. 
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2.2.4 Planar Winding Technologies 
 
Various technologies can be used to implement the planar windings. The most popular of 
these have been compared in the literature [16], i.e. printed circuit board (PCB), flex circuit and 
stamped copper. Windings fabricated in thick film and LTCC have also been used primarily in 
lower power applications. In this thesis, the design of magnetics will mainly focus on PCB 
structures. 
The use of PCBs gives a highly repeatable and manufacturable means of implementing 
planar windings. In principle, the windings can be an integral part of the system interconnection 
substrate thus totally eliminating all terminations. However, in practice the interconnection 
substrate rarely has sufficient layers to fully accommodate the magnetic component windings. 
The disadvantage of PCBs is that the window utilization factor can be quite low (typically 0.25 - 
0.3 compared to 0.4 for conventional magnetics) due to a typical inter-turn spacing of 150 µm 
and minimum dielectric thickness of 100 µm. 
Flex circuit (copper on a thin, flexible polymer substrate) gives an improved utilization 
factor, as the dielectric thickness is as low as 50 µm. Many layers of flex circuit can be laminated 
together resulting in a rigid structure similar to a PCB but with increased utilization factor. 
Alternatively, it can facilitate the use of techniques such as the “z-folding” method. This folding 
method can be used to implement a large number of layers without the need for vias or soldering 
for layer interconnects. Similar to PCBs, flex conductor thickness may be limited to standard 
thickness, typically 17, 35, 70, and 105 µm, with minimum conductor spacing increasing with 
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increasing thickness. Unlike PCBs, the flex technologies are more suitable to much heavier 
copper weights, e.g. 210 µm or larger. 
 Stamped copper windings provide a low cost means to implement high current, thick, 
and single turn windings. The main disadvantages are that insulation layers must be separately 
applied and layer interconnection provided by some external means. 
 
 
2.3 Planar Cores 
 
Cores for planar components come in several forms, as shown in Figure 2.2.  
 
          
(a)                                    (b)                           (c)                           (d) 
Figure 2.2 Typical planar core shapes: (a) EE and EI cores; (b) RM cores; (c) ER cores; and (d) 
PQ cores. 
 
Probably the most popular is the planar EE or EI core, specifically designed for planar 
magnetics and now offered by most manufacturers in several industry standard sizes. Other 
planar cores include low profile versions of standard cores such as RM, ER, PQ and so on. 
Because of its rectangular center leg, the EE core requires the use of a relatively long turn which 
 11
must extend a considerable distance beyond the core, thus giving rise to issues of space usage 
and possibly EMI. Cores with circular center legs such as RM, ER, PQ, etc. allow for shorter 
turns, and possibly improved shielding. However most of these low profile cores have a smaller 
winding window area to core area ratio than the EE core, thereby limiting the number of winding 
turns. 
It is interesting to note that optimization studies on planar components have shown that 
there exists an optimal component height which maximizes power density for any set of 
specifications [18] and that higher power densities can be achieved by using custom cores [19]. 
Thus the limited range of standard planar cores is unlikely to offer the optimum solution for a 




2.4 Applications in Power Electronics 
 
The application of planar magnetic structures is wide-ranging across power levels and 
magnetic functions. The common characteristics of these structures have been discussed in the 





2.4.1 Power Transformers 
 
Planar transformers designed for power applications must satisfy the same requirements 
as conventional power transformers including the minimization of loss mechanisms and the 
provision of an acceptable cooling strategy. The task of minimization of the core losses is similar 
to that of a conventional wound magnetic. It requires suitable choices of the switching frequency, 
core shape and size and core material. The main difference lies in the choice of core shape and 
size. 
Minimizing copper losses at high frequencies requires a good understanding of the 
principles of skin effects and proximity losses. Interleaving is a well-known technique used to 
minimize high-frequency effects contributing to winding losses within planar turns. However, 
the level of interleaving is limited by the considerations of capacitive effects and the concerns of 
providing adequate levels of isolation between the windings. Application of these principles 
means that filling the core window with copper is usually not the best solution. In fact, in many 
applications high levels of interleaving of relatively thin layers results in a high insulator to 
copper cross-sectional ratio. This makes the use of printed circuit boards particularly suitable for 
transformer winding structures despite the upper limit of approximately 45 to 50% on copper 
utilization of the window. In some very low profile applications, the copper utilization factor can 
be increased through the use of thinner insulation systems. In the case of single-turn, single-layer 
secondary windings designed to carry high current, thick external copper stampings can augment 
or replace PCB layers. In some applications where further interleaving is undesirable or not 
practical, thicker copper may be used for improved thermal transfer without a loss or efficiency 
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penalty. It must be noticed that, reductions in leakage inductance and winding resistance can be 
offset by poor termination design resulting in a poorly designed transformer [16]. 
 
 
2.4.2 Power Inductors 
 
Depending on the application, the requirements of planar power inductors can be very 
similar or very different to those of power transformers. For simplicity we limit our discussions 
to two categories. The first category is inductors where the ripple current is a small percentage of 
the average dc current component (say, less than 5% on an RMS basis). The other category is 
where the ripple current is large relative to the dc component (say, greater than 20%). Of course, 
many applications are somewhere in between and tradeoffs are required. 
 In the case of small ripple, we can assume that current is a dc current and that skin effect 
and core losses can be ignored. The design of the planar inductor then reduces to choosing the 
lowest resistance winding possible based on the constraints of the core size and gap. Minimizing 
the number of turns on the inductor is the first step towards achieving a low winding resistance. 
The next and, probably, more difficult challenge is to maximize the copper utilization of the core 
window. 
Other approaches to implementing windings on a low profile planar magnetic core 
involve incomplete turns (often called staples). The turns are completed by copper etch on the 
converter’s PCB. 
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For inductors where the ac ripple content is high, the design of the winding has issues 
very similar to that of transformer winding design with one more difficulty. There is usually no 
secondary winding that can be used to reduce proximity effects through interleaving. 
With regard to core design, there is now a significant ac flux component causing core 
losses and potentially contributing to eddy-current losses if the gap and the winding are in close-
proximity. This is not an unreasonable assumption in planar devices as two of the primary goals 
are small size and high power density. In these cases, a lumped gap may result in unacceptably 




2.4.3 Integrated Magnetics 
 
A discussion of planar magnetics would not be complete without the consideration of 
integrated magnetics structures. 
These devices combine multiple magnetic functions on a single core structure. With the 
exception of the fly-back transformer and some coupled-inductor applications, integrated 
magnetic devices have been slow to gain widespread use in the power supply industry. While 
these devices offer many advantages, e.g. reduced parts count and improved performance, 
potential gains have usually been offset by the complexity of the winding structures and the 
associated cost. 
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The maturing of the technologies associated with planar devices has helped overcome 
some of these complexities and the associated costs. Examples now abound where the 
advantages of planar devices have allowed the practical implementation of magnetic structures 
that were previously very difficult or unfeasible. The advantages range from repeatability and 
reproducibility, which help control manufacturing cost, through improved thermal performance 
and the minimization of interconnections between devices. The minimization of interconnects is 
obviously very advantageous in low voltage high current applications for efficiency reasons. 
Some converter topologies are well documented and analyzed for their applicability to 
planar technologies. Most of these suitable topologies appear to have an obvious symmetry from 
the perspective of the magnetic devices, e.g. push-pull primaries, current-doubler secondaries 
and center-tapped secondaries. 
However, not all converter topologies are necessarily suitable for planar magnetic 
integration, such as the integration of the isolating transformer and the output inductor of the 
forward converter. The optimization of this device can severely compromise the low-profile 
feature of planar devices. The evolution from discrete devices to integrated magnetic structure on 
a three-legged core is well documented. Optimization of this structure is somewhat problematic 
when planar magnetics are considered. For example, one option is to locate the transformer 
windings on the outer legs and the inductor winding on the center leg. While this results in a 
symmetric structure, the magnetic path length associated with the transformer, and its large ac 
flux content, can be very long resulting in high core losses. The need for a wide (i.e. low 
resistance) inductor winding exacerbates this problem by further increasing the magnetic path 
length. The other option is to locate the transformer windings on adjacent legs and locating the 
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inductor winding on an outside leg. Unfortunately, flux splitting no longer occurs and if window 
height is to be maintained the core height will have to grow. Thus, the low-profile advantage of 
planar structures is immediately compromised. 
Some of these issues have begun to be addressed through the use of multi-chambered 
structures. A stacked multi-chamber approach appears to be very flexible from a design 
standpoint but probably has limited usefulness in low profile applications. The side-by-side (or 
concentric) approach appears most promising for low-profile applications but access to the inner 
windings could be problematic especially for surface-mount applications. 
 
 
2.5 Modeling and Design 
 
As we have seen in Figure 2.1, the main difference between conventional and planar 
magnetic devices is in terms of their winding structures. Consequently models for predicting 
components of impedance for conventional windings are not accurate when applied to planar 
structures. This is particularly true for components of winding resistance and leakage inductance. 
New methods to model planar structures include analytical and numerical techniques.  A 
1D analytical formula is widely used for modeling high frequency losses in conventional 
windings [23] although significant errors are possible. The formula is based on an assumption of 
uniform magnetic fields along the height of the core window, and losses are calculated in each 
radial winding layer. However, due to the small window utilization factor in planar structures, 
significant 2D fields link within the wide conducting sections and cause much higher losses than 
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predicted by 1D solution. The development of commercial software simulation tools based on 
numerical techniques has increased the popularity of this approach. 2D numerical analysis 
approaches can further improve the loss estimations in planar structures. 
Leakage inductance can also be predicted from 1D analytical method, but again 
numerical techniques are more effective for investigating high frequency effects contributing to 
leakage fields in planar structures. It has been proved that the values of leakage inductance may 
be severely underestimated by 2D models [24]. Differences have been found to be due to leakage 
fields associated with terminations used to shorten the secondary terminals during measurement. 
That is, leakage inductance within the planar winding structure is often small enough that it is 
comparable to that contributed by external shorting connections. As an example in [1], 
measurements performed on a 100 W transformer design are compared with results predicted by 
2D and 3D finite element analysis (FEA) of the structure under short circuit conditions. It is 
shown that inclusion of the shorting connection between secondary terminals in the 3D model 
accounts for a high percentage of total leakage inductance where the measured leakage 
inductance is over 6 times larger than predicted by 2D FEA. In fact, the 3D FEA modeling 
overestimates the leakage effects (approximately by 28%). Obviously, a 3D model must be 




3 MAGNETICS DESIGN ON MULTI-LAYER PCB 
 
 
3.1 Loss Mechanisms in Magnetics 
 
The total power loss in magnetic devices usually consists of core loss in magnetic 
materials and copper loss in windings. The core loss has two portions, which are hysteresis loss 
and eddy current loss while the copper loss is often explained by DC or AC power loss 
dissipated in the windings in the form of heat.  
 
 
3.1.1 Core loss 
 
Consider an n-turn inductor excited by periodic waveforms v(t) and i(t) having frequency 

































                           (3.1) 
and the hysteresis loss is 
( )( ) ∫=
onecycle
mCH HdBlAfP                                             (3.2) 
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On the other hand, ferrites, as widely used magnetic core materials in power electronics 
systems, usually are good electrical conductors. Consequently ac magnetic fields can cause 
electrical eddy currents to flow within the core material itself, as shown in Figure 3.1. Eddy 





Figure 3.1 Eddy currents in a magnetic core. 
 
To accurately evaluate the core loss resulting from hysteresis loss and eddy-current loss 
in magnetic cores, Philips has developed software that can give core loss density VP  at different 
temperatures for arbitrary flux waveforms of inputs. Figure 3.2 contains core loss data samples 




Figure 3.2 Core loss data samples for 3C96 ferrite material. 
 
At a given frequency f, the core loss Pcore can be approximately expressed by an 
empirical function of the form [25] 
eVmCfecore VPlABKP =∆=
β)(                                              (3.3) 
where Pv is obtained from Philips software and Ve is specified by vendors. It is obvious that core 
loss is proportional to core size and increases as frequency goes high. However, the relationship 
between core loss and temperature is not uni-directional. As shown in Figure 3.2, there exists a 







3.1.2 Copper Loss 
 
The DC or low-frequency copper loss in the windings can be estimated by 
                                                DCrmsCu RIP
2=                                                           (3.4) 
where rmsI  is the RMS value of the current flowing through the windings, and the dc resistance 
can be expressed as 





R ρ=                                                             (3.5) 
where WA  is the wire bare cross-sectional area, bl  is the length of the wire, and ρ  is the 
resistivity of copper.  
At high frequencies, eddy currents in the windings due to skin effect and proximity effect 
also cause power losses, and usually lead to copper loss significantly in excess of DC or low-
frequency loss expressed above. 
One way to reduce the high-frequency loss due to skin effect is to decrease the thickness 
of conductor to the order of one skin depth such that the ac current can be assumed to be 
uniformly distributed in the cross-sectional area of the winding. For a planar magnetic structure, 
since the thickness of the conductor is usually comparable to one skin depth, the skin effect can 
be suppressed. For example, the thickness of 4-oz PCB is about 140 µm while the penetration 
depth (or skin depth) for the copper at 400 kHz is about 104 µm. From circuit point of view, it is 
usually reasonable to ignore the skin effect when the thickness of copper is less than twice of the 
skin depth. For most of planar copper structures, however, the currents are distributed 
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dominantly in the two ends rather than on the surface evenly. Figure 3.3 illustrates an example of 










Figure 3.3 Skin effect in a 4-oz PCB copper trace (H=140 µm, W/H=25): (a) Copper 
configuration, and (b) current distribution. 
 
On the other hand, proximity effect also contributes much to the total high-frequency loss 









Figure 3.5 Proximity effect (three layers in parallel). 
 
From Figures 3.3 to 3.5, it is obvious that the distribution of ac currents is no longer 
uniform in the planar windings. Therefore the accurate ac resistances can be computed only from 
EM simulation (like FEA). Table 3.1 lists the ratio of ac resistance to dc resistance for each case 
above at frequency of 400 kHz. 
 
Table 3.1 AC resistances due to skin effect and proximity effect. 
 
 Rac/Rdc 
One single copper layer 1.59 
Two layers 2.24 
Three layers 2.22 
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One way to reduce the copper losses due to the proximity effect is to interleave the 
windings (especially for transformer design). Figures 3.6 and 3.7 explain how to improve current 
distribution and therefore reduce total ac loss by interleaving primary and secondary windings in 





























   
Figure 3.7 Current distributions before and after interleaving. 
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Apparently the current is distributed more uniformly after interleaving the primary and 
secondary windings. As a result, the ac loss can be reduced.  
 
 




As an example, we will design a planar transformer using 8-layer PCB with low profile 
of 0.22 inch, output power of 60 W, and high frequency of 88% for the DCS-PWM-based ZVS 
converter [26]. Figure 3.8 shows the topology of the DCS-PWM-based ZVS converter with the 
specifications given in Table 3.2.  
 
 
Figure 3.8 DCS-PWM-based ZVS topology [26]. 
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Table 3.2 Specifications of the converter. 
 
Input voltage (V) 36~75 
Output voltage (V) 1.2 
Output power (W) 60 
Efficiency@ full load 88% 
PCB layers 8 
Copper thickness (mm) 0.14 
Insulation thickness (mm) 0.11 
    









Figure 3.9 Voltage waveform for the primary side of the transformer. 
 
The design specifications for the transformer are given in Table 3.3. 
 
Table 3.3 Design specifications for the transformer. 
 
Primary voltage (V) 18~37.5 
Turns ratio 4 
Switching frequency (kHz) 400 
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The design platform can be described as shown in Figure 3.10. The core materials and 
core shapes are first selected. Then Philips software is used to calculate the core losses. In terms 
of converter-dependent excitations, window partition between primary and secondary windings 
can be accomplished. Then, Maxwell 2D simulation gives the optimal interleaving structures and 





















3.2.2 Selections of Core Shape and Material 
 
Since the profile of the magnetics is strictly required to be no more than 0.22 inch, we 
first look into commercially available planar ferrite cores satisfying such low profile 
requirement. Three core combinations with less than 0.22 inch profile, as shown in Figures 
3.11(a) through (d), may be options for the transformer.  
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(a)                                                                               (b) 
 
          
(c)                                                                               (d) 
Figure 3.11 Core shapes: (a) E14/3.5/5, (b) PLT14/5/1.5, (c) ER9.5, and (d) ER11. 
 
 Although a little bit higher than 0.22'' in height, EQ13 can handle larger energy than 
above cores because of its bigger cross-sectional area. Therefore it is still a candidate core for 
transformer and inductor. Since the height requirement is mandatory, custom work must be done 
on EQ13 to satisfy the 0.2'' profile. Figure 3.12 shows the core parameters of EQ13. 
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Figure 3.12 EQ13 parameters. 
 
There is always trade off in magnetics design. EQ13 has better performance at the price 
of increased footprint. Comparisons for the candidate cores are presented in Table 3.4.  
 
Table 3.4 Core shape specifications. 
 
 ER95 ER11 E14 EQ13 
Height (mm) 5 4.9 4.9 N/A 
Ae (mm2) 8.47 11.9 14.5 19.9 
Footprint (mm2) 47.5 66 70 111.36 
 
The next is to determine turns number for primary and secondary windings, and then 
evaluate core loss for each core. After that, core material will be selected based on core loss 
comparison. 
From circuit point of view, the turns ratio of the transformer is initially assumed to be 
4:1. The numbers of turn for primary and secondary windings are chosen as  
n1=4 
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for the primary winding, and  
n2=1 
for the secondary winding. 
Therefore, the maximum flux density excited by converter-dependent source can be 
calculated by the following equation 
























                          (3.6) 
Based on this equation, ac flux densities for these candidate cores are shown in Figure 3.13 at 










































Figure 3.13 Sample excitation characteristics. 
 
For ferrite 3C96 and 3F35, the saturation flux density is about 300 mT at 100oC. From 
Figure 3.13, it is obvious that ER95 is not suitable for this work since it saturates at some 
frequencies. Nevertheless, we will use ER95 for further comparison in the inductor design. By 
means of Philips software, effects of core materials, shapes, and frequency on transformer core 
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loss are shown in Figure 3.14, where 3F3 is selected for frequencies less than 400 kHz, and 3F35 









































Figure 3.14 Effects of core materials, shapes, and frequency on transformer core loss. 
 
It is also proved that rectangularly wound planar windings have larger fringing field 
effects than circularly wound windings, and the fringing field effects always give rise to AC 
losses not accounted for by traditional approach of winding loss computation. Thus E14 may not 
be a good choice for this work.  
By now we have selected the core materials of ferrite 3F3 and 3F35, and core shapes of 
EQ13 and ER11 for the transformer. In the following, both DC and AC copper losses will be 
evaluated by Ansoft EM simulation tools. By comparing the copper loss in different interleaving 




3.2.3 DC Loss Estimations 
 
Although the AC loss is usually dominant in the transformer winding losses, it is still 
necessary to estimate the corresponding DC loss. The skin depth of copper at 400 kHz is 104 µm 
for 25°C or 120 µm for 100°C and the thickness of 4-oz PCB is about 140 µm that is less than 
twice of the skin depth. Therefore the DC loss value should basically reflect the AC copper loss 
if the proximity effect is neglected.  
Firstly, we need to determine the dimensions of the PCB trace. The number of turns per 
layer and the spacing between the turns are denoted by the symbols LN  and S  respectively. For 
an available winding width wb , the trace width tw  can be calculated from (see Figure 3-15) [27]: 













wt wt wt 
 
 
Figure 3.15 Track width tw , spacing S  and winding width wb  
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Since there is only one turn for the secondary winding, the DC loss can be obtained 
without difficulty. For the primary winding, however, there are several possible winding 
connections to obtain the desired 4 turns: (a) 4 turns on one PCB layer, (b) 2 turns on one PCB 
layer and 2 layers in series, and (c) 1 turns on one PCB layer and 4 layers in series. Furthermore, 
since the PCB has 8 layers of copper trace, more than one layer are arranged for the primary and 
secondary windings.  
After determining the number of turns and dimensions for each layer of the PCB trace, it 
is possible to estimate the DC copper losses for all arrangements of primary and secondary 
windings. The calculation results are given in Table 3.5. Since there are two core shapes 
available, EQ13 and ER11, copper losses are estimated for each core shape.  
 
Table 3.5 Minimum DC loss (W) for each case. 
 
  Case (a) Case (b) Case (c) 
ER11 1.012 0.387 0.688 
EQ13 0.459 0.364 0.294 
 
From the above results, it is found that the minimum DC copper loss for ER11 is the case 
in which the primary windings are composed of 2 layers in series and each layer has 2 turns. We 
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simply parallel the other 4 layers for the secondary. For EQ13, the minimum DC loss exists in 
case (c), i.e., 1 turn is on one PCB layer and 4 layers are in series. 
So far we have decided the winding arrangement for the transformer, however, it is 
usually far away from the optimal design to estimate the copper loss only based on the DC 
analysis. As stated before, skin effect and proximity effect contribute much to copper loss that is 
not accounted for by the empirical expression. By properly interleaving the primary and 
secondary windings, the extra AC loss resulting from proximity effect can be reduced to the 
largest degree.  Therefore, it is critical to quantitatively determine the total AC copper loss for 
various interleaving winding structures. 
 
 
3.2.4 Winding Arrangements with AC Loss Simulations 
 
In order to accurately determine the high-frequency conduction loss in transformer planar 
windings, an effective electromagnetic simulation tool based on finite element analysis (FEA) is 
usually desired. Ansoft Maxwell Field Simulator (2D or 3D), as one of the most popular 
software tools in the industry, provides us numerical solutions to the complicated 2D and 3D 
structures. In the following sections, AC conduction loss in the transformer will be simulated 
using Ansoft Maxwell Field Simulator. 
Since it is always time-consuming to do 3D electromagnetic simulations for complex 
structures, we will first investigate the current distributions on the cross-sectional area of the 
windings for various interleaving structures using 2D simulator. By analyzing the current 
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distribution and conduction loss, the desired interleaving winding structure can be found. Finally 
accurate AC copper loss may be extracted using Maxwell 3D Field Simulator. 
(1) Fourier Transformation of Input 
As shown in Figure 3.16, the current waveforms for the transformer are non-sinusoidal, 
however, Maxwell simulators accept only sinusoidal sources. Thus, significant difference is 
resulted if using sinusoidal approximation for the inputs. In order to eliminate such effect to a 
large degree, advanced method is applied to this work. 
Let us consider the transmission of energy from a source to a load. If inputs v(t) and i(t) 
are periodic, then they may be expressed as Fourier series [25]: 
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The average power transmitted over one cycle is: 
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Let us look into the relationship between the harmonic content of the voltage and current 
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To evaluate this integral, we must multiply out the infinite series. It can be shown that the 
integrals of cross-product terms are zero, and the only contributions to the integral comes from 
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where Rnac stands for AC resistance of n-th harmonic. At a specific frequency, In can be obtained 
from Fourier transformation of i(t) (see Figure 3.16), while Rnac can be calculated by Maxwell 







Time domain Frequency domain
 
Figure 3.16 Fourier transformation 
 
(2) Maxwell 2D Simulations 
We consider the structural features of EQ13 and ER11 as shown in Figure 3.17. Axis-
symmetrical models are adopted in Maxwell 2D simulation. Figure 3.18 shows the possible 
winding arrangements for the transformer. The red and green conductors represent primary and 






(a) EQ13                                                             (b) ER11 
Figure 3.17 Winding arrangement without interleaving. 
 
               
(a) Interleaving structure I;                  (b) Interleaving structure II.                                 
Figure 3.18 Interleaving winding structures for EQ13 and ER11. 
 
Apparently there is no interleaving for primary and secondary windings in Figure 3.17 
while two interleaving structures of EQ13 and ER11 are introduced in Figure 3.18 to reduce the 
AC loss due to proximity effect.   
Using Maxwell 2D Field Simulator for input voltage of 36 V (worst case for the 
transformer copper loss) and switching frequency of 400 kHz, current distributions for the above 
four structures are computed, as illustrated in Figures 3.19 to 3.21. It can be shown that current 
distributes more uniformly in the interleaved structures than non-interleaved structures. Maxwell 
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2D simulation results also present the high-frequency copper losses in Watts per unit length. 
Total conduction losses for these four winding arrangements are demonstrated in Figure 3.22.  
 
                      
                 (a)  EQ13                            (b)  ER11                                 
 Figure 3.19 Current distribution for non-interleaving structure. 
 
                      
                (a)  EQ13                            (b)  ER11                                 





                        
                (a)  EQ13                            (b)  ER11                                 




































EQ13                                                                            ER11 
Figure 3.22 Conduction loss comparison. 
 
From the simulated results, it is shown that interleaving primary and secondary windings 
can dramatically improve the current distribution and therefore significantly reduce the AC 
copper losses. The conduction loss comparison in Figure 3.22 indicates that the losses for 
interleaving structure 1 are the smallest among the three interleaving structures.  
(3) Maxwell 3D Simulations 
It should be noted that the effect of winding terminations and connections in the 
transformer is neglected in Maxwell 2D simulation. However, un-properly designed connections 
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and terminations could contribute a significant part of total loss in transformers. In order to 
accurately calculate AC loss in transformer windings, it is desirable to simulate the conduction 
losses from 3D point of view. 
Figure 3.23 shows the 3D models for the optimized interleaving structures I of ER11 and 
EQ13. The red windings are primary and the green ones represent secondary windings. Based on 
the simulation results and current distributions, the optimized connections and terminations can 
be achieved. Hence, more accurate loss results are obtained.  
 
                                     
(a)                                                                      (b) 
Figure 3.23 3D models of interleaved planar transformers: (a) ER11, and (b) EQ13. 
 
The simulated results for ER11 and EQ13 with interleaving structures I are shown in 













































Figure 3.25 3D simulation results for EQ13. 
 
As seen from above curves of 3D simulation results, copper loss decreases as the 
frequency goes high. This is because the reduction of current ripple results in smaller RMS value 
of the current. It can then be concluded from the comparisons of 2D and 3D simulations that vias 
and terminations influence copper loss greatly. 
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3.2.5 Effect of input voltage on transformer  
 
After some evaluation and tradeoff of the overall topology at a range of frequencies, we 
decide the switching frequency to be 400 kHz. Since the input voltage is from 36 V to 75 V, the 
design work would not be complete without investigation into the effect of input voltage change 
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it is found that the current RMS value decreases with the increase of the input voltage, as 
illustrated in Figure 3.26 (referred to the secondary for EQ13 and ER11).  
 








Figure 3.26 RMS value of the secondary current versus input voltage. 
 
Therefore, the reduction of copper loss is expected. Again, FEM simulators are introduced to 
verify this assumption. 
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From Maxwell 2D simulation, copper losses for ER11 and EQ13 at different input 
voltages are shown in Figure 3.27. It is seen that the smaller core ER11 has more copper loss 
than the larger core EQ13. And for both cores, copper losses decrease with the increase of input 

























Figure 3.27 Effect of input voltage on copper loss of transformer. 
 
From equations (3.6) and (3.3), the AC flux density and core loss remains stable for a 
nominal output voltage at a given frequency. This can be verified by Philips software. Therefore, 
at a specific frequency, the total loss changes only with the RMS values of the currents, i.e., 






























Figure 3.28 Total loss for ER11 and EQ13 at different input voltages. 
 
From efficiency and footprint points of view, we select EQ13 as the transformer core. 
 
 
3.3 Design of Planar Filter Inductor 
 
Different from the design of transformer, inductor design does not involve interleaving 
structures to reduce AC losses since there is no secondary winding for interleaving.  
To better illustrate the inductor design, the DCS-PWM-based ZVS converter [26] is still 
employed. The inductor specifications are shown in Table 3.6. 
 
Table 3.6 Specifications for the inductor design.   
      
Converter input voltage (V) 36~75 
Converter output voltage (V) 1.2 
Output power (W) 60 
Switching frequency (kHz) 400 
Inductor height (inch) 0.22 
Applied current (A) 25+ripple 
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Figure 3.29 Design platform for the inductor. 
 
Similar to the transformer design, the first step is to decide core shapes and core materials. 
Then core losses are evaluated by Philips software. For copper loss calculation, converter-
dependent excitations are used as inputs. After determining the window partition, Maxwell 
simulators are introduced to obtain the winding layouts, as well as copper loss. Hence, the 
optimal design is achieved.  
 
 
3.3.1 Selection of Core Material and Shape 
 
For a given winding, the type of magnetic core material and overall structure of the core 
clearly have pronounced effects on high-frequency performance. Desirable characteristics of 
magnetic materials for inductors can be summarized as follows:  
• High saturation flux density in order to obtain high saturation current,  
• High permeability to obtain high inductance,  
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• High resistivity to reduce eddy current loss.  
The DCS topology has two inductors which are combined to serve as a current doubler to 
achieve the required 50 A output current, therefore average current for a single inductor is as 
high as 25 A. To prevent saturation, it is critical to select core materials that have high saturation 
flux densities. Nevertheless, air-gaps are needed for inductors to prevent saturation. The air-gap 
length is given by 
                                          
L
NAc 20
gl ⋅⋅= µ                                                        (3.15) 
where Ac is the cross-sectional area of the core, N is the turn number of the winding, and L 
represents the inductance value. For layout purpose, one turn is assumed. 
Carefully investigating main core material vendors, we choose 3F35 and 3F3 as our 
desired core materials. Although 3F35 has relatively smaller loss density, it is not suitable for 
operation at frequencies lower than 400 kHz. Therefore, 3F3 is employed for our preliminary 
design at frequencies below 400 kHz. Just like the transformer, there are four core shapes ER95, 
ER11, E14, and EQ13 available that meet the height requirement. The specifications for these 
cores are given in previous sections. The AC flux density of the inductor is given by  
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from which we obtain the core losses for the inductor. Figure 3.30 illustrates the effects of core 
materials, shapes, and frequency on inductor core loss. The curve drops are due to different 
materials we adopt for frequency below and above 400 kHz as mentioned in previous sections. 
Typically, core loss is increased at higher frequencies. At the same time, it can be concluded 








































Figure 3.30 Effects of core materials, shapes, and frequency on inductor core loss. 
 
Generally, magnetic component design involves a compromise between the reduction of 
losses and the expense of increased footprint or vice versa. EQ13 has the smallest core loss but 
the largest footprint among the candidate cores (see Table 3.2). Therefore, tradeoff still exists in 
the core selection. 
For the same reasons as in the transformer design, E14 is not desirable for the inductor. 
Also, ER95 is not suitable because the cross-sectional area (Ae) is relatively small. This can be 
explained clearly from expression 




eANL ⋅⋅= µ                                                   (3.17) 
that the inductance is proportional to Ae. Thus, Ae of ER95 is great enough to reduce the current 
ripple, since the current ripple is inversely proportional to L as given by 







)1(                                                  (3.18) 
From the topological point of view, large current ripple induces great switching loss. Therefore, 
ER95 is not evaluated in the following discussions. 
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3.3.2 Total loss of the inductor 
        
To obtain desired inductance value and minimize overall copper loss plus core loss as 
well, we choose an ER11 and an EQ13 ferrite structures with air-gaps. The copper loss of 
inductor can be given by equation (3.4), where 




IIIrms ∆⋅+⋅=                                            (3.19) 
Unlike the design of transformer, there is no secondary winding for interleaving. 
Therefore, Maxwell 3D is applied directly to obtain the copper losses. The 3D models of the 
inductor are shown in Figure 3.31.  
 
       
(a)                                           (b)                                           (c) 
Figure 3.31 3-D models of the inductor: (a) Core; (b) winding; and (c) overall structure. 
 
At the input voltage of 36 V, Fourier transformed currents are applied to the 3D model.  






































Figure 3.32 Copper losses for ER11 and EQ13. 
 
 
According to Figure 3.32, change of frequency leads to a little change of copper loss. 
This can be explained from circuit and magnetic points of view. Generally, as frequency 
increases, the output current ripple is reduced for a specific inductance value. As a result, the 
RMS value of the output current is reduced, which causes the decrease of the copper loss. 
However, the increase of the frequency causes extra ac losses due to skin effect and proximity 
effect. Consequently, two tendencies compromises to contribute to the total copper loss of the 
inductor. Combined with the core losses shown in Figure 3.30, the total losses for ER11 and 








































Figure 3.33 Total losses for ER11 and EQ13. 
 
 
Figure 3.33 suggests that frequency change doesn't affect total loss significantly for a given core 
shape with a specific material. And within a range of frequencies, the larger the core is, the 
smaller the total loss will be. Also due to different loss density of 3F3 and 3F35, significant 
curve drops can be found around frequency of 400 kHz. 
It has been proved that the worst case for the transformer at a given frequency is at 36 V 
input voltage. In order to see the effect of input voltage on copper loss of the inductor, we first 
look at the equation for the duty cycle 









2)(                                                  (3.20) 
from which we found that the duty cycle D(Vin) decreases with the increase of input voltage. 
Therefore, the current ripple 
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will increase as the input voltage increases in case the frequency is fixed. However, the ripple is 
so small that significant change of RMS current value is not expected according to (3.19), which 





















Figure 3.34 Copper loss vs input voltage 
 
According to equation (3.16), increase of the input voltage results in increase of AC flux density, 
which leads to the increment of core loss as shown in Figure 3.35. The input voltage is set to be 


















Figure 3.35 Core loss vs input voltage. 
 
Figure 3.36 is obtained by combining Figures 3.34 and 3.35. Notice that different from 
the transformer, the inductor has the smallest loss at the 36V input voltage, and the total loss 

































3.4 Design results 
 
Carefully budgeting layout and power loss by evaluation of the total topology, we decide 
the core shape for the transformer to be EQ13, and the inductors ER11. The core material is 
3F35. Then the preliminary design results of magnetics on 8-layer PCB can be summarized as 











Table 3.7 Design summary of planar magnetics. 
 
Transformer Inductor Thickness (µm) 
Layers Turns Layers   
  Solder mask   Solder mask 50 
1 Secondary 1 Winding 70 
  Insulation   Insulation 130 
2 Primary 1 Winding 140 
  Insulation   Insulation 130 
3 Secondary 1 Winding 140 
  Insulation   Insulation 130 
4 Primary 1 Winding 140 
  Insulation   Insulation 130 
5 Secondary 1 Winding 140 
  Insulation   Insulation 130 
6 Primary 1 Winding 140 
  Insulation   Insulation 130 
7 Secondary 1 Winding 140 
  Insulation   Insulation 130 
8 Primary 1 Winding 70 
  Solder mask   Solder mask 50 
Total       1990 
 
From the measurement, the total footprint for the magnetics is around 334mm2. At the 
design switching frequency of 400 kHz, the effect of input voltage on losses for the transformer 





















Copper loss Core loss Total loss
 
Figure 3.37 Magnetic losses versus input voltage. 
 
Examining the above figure, we find that core loss is increased as the input voltage 
increases. In contrast, copper loss decreases a larger amount with the increase of input voltage. 














        
 
A novel design methodology of planar magnetics based on numerical analysis of 
electromagnetic fields is proposed and successfully applied to the design of low-voltage high 
power density dc-dc converters. The design methodology features intense use of FEM simulation. 
As a powerful simulation software for electromagnetic analysis, Maxwell 2D delivers virtual 
prototypes of magnetics quickly and accurately. Throughout this thesis, Maxwell 2D field 
simulator is effectively adopted to obtain optimal interleaving structures. It is also proved that 
poor via and termination design can offset merits brought by carefully designed windings. Thus, 
3D simulator is indispensable to optimize the whole winding layout. Maxwell 3D can simulate 
frequency and time domain electromagnetic fields in complex 3D structures with unsurpassed 
accuracy and ease of use. It is therefore employed throughout the design for magnetics in this 
thesis. 
Effects of input voltage, core shape, and frequency on magnetics are investigated. While 
the transformer core loss is insensitive to the input voltage, the inductor copper loss is reluctant 
to change with the input voltage at a given frequency. If the total loss is evaluated, the worst case 
is found to be at the lowest input voltage for the transformer. On the contrary, the worst case for 
the inductor is at the highest input voltage. Based on the core shape samples, it is found that 
larger core has larger losses for both transformer and inductor. In the specified frequency range, 
losses for the transformer and inductor are reduced with the increase of the frequency.  
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Through the study, it is demonstrated that ac losses play dominant roles in magnetics 
design at high frequencies. For the transformer, interleaving primary and secondary windings can 
dramatically improve the current distribution and therefore significantly reduce the ac copper 
losses that are difficult to be accounted for by conventional design methods. In contrast, no 
interleaving structure is available for the inductor design. Therefore, more attention should be 
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